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| GENERAL SERVICES ADMINISTRATION
NOTE:
TYPICAL FOR ALL PERIMETER WALLS ON 4TH THRU 10TH FLOORS — REMOVE PLASTER WALLS
AND REMOVE ACM SPRAY—ON FIREPROOFING FROM WALLS, BEAMS, AND COLUMNS. EE"Q%EN%LAISJEEUE’)V&ELSB@‘CDK ?%ﬁMg H FOR ABATEMENT OF EXTERIOR WALLS (3RD, 2ND. 1ST & GROUNG FLOORS):
(SEE DETAIL) WIRE LATH. FULLY ABATE ACM I HMC SHALL DEMOLISH ALL PLASTER AT INSIDE PERIMETER OF EXTERIOR WALL AND FULLY ABATE ASBESTOS MATERIALS. HMC SHALL REMOVE
FIREPROOFING AND OVERSPRAY. AND DISPOSE OF ALL PLASTER , METAL LATH, BLACK IRON (CHANNELS AND ANCHORS), AND ALL ATTACHMENTS. HMC SHALL REMOVE AND BASE BID AND OPTION BIDS
|l DISPOSE OF ALL FIBROUS GLASS INSULATION MATERIALS, ASBESTOS—CONTAINING TAPE AND MASTIC, AND ALL ASBESTOS—CONTAINING FIBROUS
I} INSULATION.  SCRAPE AND REMOVE ALL PLASTER AND ACM OVERSPRAY FROM ALL SURFACES, STEEL WALL PANELS, SUPPORT MEMBERS, BB
I WINDOW FRAMING MEMBERS, WINDOW FASTENERS (CLIPS & BOLTS), ALUMINUM WINDOW JAMBS, HEADS & SILLS, CLIPS, CHANNELS, AND ALL
CHANNELS TO REMIAN ABATE EXISTING ACM EXISTING GRILLE AND DUCT [l THE PROJECT MANUAL. ALL WORK IS CONSIDERED BASE BID (BUILDING SHELL
FIREPROOFING AT COLUMN PREVIOUSLY REMOVED AT 4TH FLOOR. [|i CONSTRUCTION TO INCLUDE: DEMO, COMMON SPACE, COLUMN FURRING,
; ; | | PERIMETER WALLS, CEILINGS, LIGHTING, MECHANICAL, FIRE PROTECTION,
i | i ELECTRICAL, ETC.) UNLESS SPECIFICALLY REFERENCED OTHERWISE IN THE
e R T PR T P R S O S T D) 5 3 / 4 : el N || CONTRACT DOCUMENTS. THE REFERENCE ABOVE IDENTIFIES WHICH OPTIONS
l__ LY/ 1 | \ L || MAY BE INCLUDED AND REFERENCED ON THIS DRAWING SHEET. ON THE
I B I e £t TS { DRAWINGS "BB" CLARIFIES BASE BID CONDITIONS WHILE "OPT 1" IDENTIFIES
[l A | ommmenioaeas CRK) ' WORK THAT IS AN OPTION AND THE OPTION NUMBER (SEE PROJECT MANUAL).
- e e .- S ) .0 OPT. 1: PBS FIELD OFFICE OPT. 12: DOCK TOILETS
R R R R R R B S R X IR BT K 1] (RIS g REMOVE EXISTING PERIMETER OPT. 2: CAFE CONFERENCE OPT. 13: UNDERGROUND CISTERN
pord o & DUCT AND BLANK OFF DUCT RISER OPT. 3: LARGE CONFERENCE OPT. 14: GREEN ROOF IMPROVEMENTS
OPT. 4: NOT USED OPT. 15: NOT USED
CUT OFF AND REMOVE DUCT BENEATH WINDOW INSTALL OPT. 5: CHILDCARE ENTRANCE ~ OPT. 16: FLUSH VALVES/LOW FLOW FIXTURES
FIRESTOPPING IN CAVITY AT FLOOR LEVEL 4TH & 3RD FLOORS OPT. 6: NOT USED
(TYPICAL) OPT. 7:NOT USED
INSTALL FIRE SAFING AT SLAB EDGE TO PANELS AND AROUND OPT. 8: FIRST FLOOR SIGNAGE
FLOOR OPENING AT ABANDONED DUCT. SEE SPECIFICATION. OPT. 9: ESCALATOR BACK WALL/CLAD
OPT. 10: SLOPED CEILINGS IN THE ANNEX
E1 | PLAN DETAL AT EXTERIOR WALL
. H 109 SCALE: 3/4”=1’—O” 0 1 2 KITCHEN
C | . SANTEE BECKER ASSOCIATES
NOTE: THIS SECTION TYPICAL FOR DRAWINGS H 102, H 103 & H 104 (3RD, 2ND, 1ST & GROUND FLOORS). CUT OFF PERIMETER AIR SUPPLY CONSULTAT | 700 SQUIBB RD, STE 101
DUCT EVEN WITH EXISTING BEAM SHAWNEE MISSION, KS 66202
(913) 362-1800
oot | YOUNG + DRING LANDSCAPE ARCHITECTURE
8444 MARTY
OVERLAND PARK, KS 66212
~ (913)642-9664
4TH THRU 10TH FLOORS — TOTAL STRUCTURAL, SEISMIC,
SIMILAR — OPPOSITE HAND C ACM ABATEMENT, SEE DRAWING SHEETS BLAST. AND O ggﬁﬂﬁ?ﬂ#&%‘?&
:E&gJ/E&CSUL%% 1};\"&%“ A|-L|L1§86TS waLTR P MooRe | KANSAS CITY, MO 64105
A B . (816) 701-2100
PIPING, ETC. ABOVE CEILINGS AND
REMOVE ALL ACM SPRAY—ON otaas | KINGSTON ENVIRONMENTAL SERVICES
FIREPROOFING CONSULTANT | 15450 HANGER ROAD
' @(INGS"’ON KANSAS CITY, MO 64147
ENYIRONMENTAL COMPANIES (816) 524-8811
conaoir | W.L. CASSELL & ASSOCIATES
Wik 1600 BALTIMORE AVE #300
ASSELL | KANSAS CITY, MO 64108
| [~ REMOVE EXTERIOR ASSDCINTES INC. | (816) 842-8437
REMOVE EXISTING GRILLE, HEPA VACUUM ] D A sssoont | GASTINGER WALKER HARDEN ARCHITECTS
DUCT, AND INSTALL DUCT CLOSURE ¥ 817 WYANDOTTE
(3RD & 2ND FLOORS) IR KANSAS CITY, MO 64105
I (816) 421-8200
| | | | ARCHITECT HELIX / ARCHITECTURE + DESIGN
18TH FLOOR NI a 1629 WALNUT
- HMC TO INSTALL NEW FLOOR FIRE NN I heli KANSAS CITY, MO 64108
SAFING AT SLAB EDGE AND METAL BB | AR | (316 300-0300
PANEL FOLLOWING ABATEMENT. B I
SEE SPECIFICATION SECTION 07842. e b HMC TO CUT AND REMOVE EXISTING DUCT GENERAL SERVICES ADMINISTRATION
L TO FLOOR LINE. INSTALL FIRE SAFING IN
- ABANDONED DUCT AND AROUND OPENING IN PUBLIC BUILDINGS SERVICE
: FLOOR. SEE SPECIFICATION SECTION 07842.
N i 2ND FLOOR N
D 17TH FLOORS TO BE ABATED.
— REMOVE ACOUSTIC CEILING AND COLUMN PLASTER 2
, — ABATE SPRAY—ON ACM FIREPROOFING FROM 5
COLUMNS, BEAMS, AND UNDERSIDE OF =
CORRUGATED DECK. SEE DRAWING SHEETS S5
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ATH FLOOR
] C4 | SECTION DETAIL THROUGH EXTERIOR WALL
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H 109| SCALE: 1/2"=1'-0 06 2
C|
0
2 1/2" CONCRETE FLOOR OVER ._
3" CORRUGATED METAL DECK e
N \ \ \ \ :
3RD & 2ND FLOORS TO BE ABATED. T T — — : - 5
ﬂ REMOVE ACOUSTIC CEILING AND COLUMN PLASTER g e T At LR S A \X =
— ABATE SPRAY—ON ACM FIREPROOFING FROM — - — -2 ' = e
COLUMNS, BEAMS, AND UNDERSIDE OF
CORRUGATED DECK. SEE DRAWING SHEETS \ )
m H 102 & H 103. ERGERERENRD
ACM FIREPROOFING REMOVED
SRD & 2TH FLOORS AND REPLACED L
(TYPICAL) REMOVE FIREPROOFING AS FAR 5
AS POSSIBLE AND INSTALL RED D
COLORED SEALANT S
o
CONCRETE CMU WALL BUILT TO %
UNDERSIDE OF METAL DECK
A/E CON.NO. |GS-06P-00-GZC-0007
oA /E TASKNO.
O
VIEW OF CONCRETE BLOCK WALL VIEW OF CONCRETE BLOCK WALL |CONS. CONTR. |GS-06P-05-GZC-0013
PERPENDICULAR TO CORRUGATED METAL DECKING PARALLEL TO CORRUGATED METAL DECKING gCONS- WORK
HM CONTRACTOR TO INSTALL TEMPORARY BARRIERS = PRIMEA/E HELIX / ARCHITECTURE + DESIGN
AND PERFORM ABATEMENT AT EXTERIOR WALLS FOR O[SUBA/E GASTINGER WALKER HARDEN ARCHITECTS
WINDOW REPLACEMENT. B4 | ABATEMENT DETAIL WHERE CMU WALL IS TO REMAIN S ONSTR COn
H109]  SCALE: 1 1/2"=1"-0 0 1/2 L NAME RICHARD BOLLING FEDERAL BUILDING
B] STREET 601 E. 12TH STREET
1ST FLOOR 6 1/2" CongggEEFkggi ) Q|CITY/ST/ZIP  |[KANSAS CITY, MO 64106
— 2 1/2” CONCRETE FLOOR OVER =
2 1/2” CONCRETE FLOOR OVER B 3" CORRUGATED METAL DECK %' BUILDING NO M00127ZZ
3" CORRUGATED METAL DECK \ @|OTHER
\ \ ‘ : — £ , BUILDING NOs.
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